
 

 

 

 

 

 

 

 

 

 

AUTHORISED SALES AGENT IN GREECE: 

Oceantech Shipping & Trading Ltd 
13 Vakchou Str., 16672, Vari, Greece 

Tel: +30 2130337678     Fax: +30 2130337680 
E-mail: oceantech@ost.gr    Website: www.ost.gr 

GREASES & OILS
IMPA # Product Name Packaging Info Tech.  SDS

Crane Wires Winches
Open Gears Screws & Bolts

Hatchcover Rails Crane Rails
Gear Wheels Screws & Bolts
Crane Wires Winches
Open Gears Screws & Bolts
Crane Wires Winches
Open Gears Screws & Bolts
Spare Parts Pipes

Tools

Main Usage Areas 
Mooring Wires 

Bearings 
Container Lashings 

Turnbuckles 
Mooring Wires 

Ramp Wires 
Mooring Wires 

Bearings 
Machine Parts 

Chains Tanks

RUSTREMOVAL AND RUST‐TREATMENT PRODUCTS
IMPA # Product Name Packaging Info Tech.  SDS

Heavy Rust Rust Stains Painted Surfaces
Limescale Removal Wooden Decks Sanitary Installations

Small Boats Sanitary Installations Rust Stains
Living Quarters Painted Surfaces Heavy Rust
Steel Wire‐Ropes Machinery Water‐displacement

Chains Engine Parts Tools
Nuts & Bolts Valves Flanges

Water‐displacement Tools Machinery

Ferryl 202 Standard Anticorrosive Grease

Ferryl 202 Aluminium Anticorrosive Grease 30kg

45 04 03

45 04 06

45 04 05

45 04 01

45 04 02

Ferryl 202 White Anticorrosive Grease

Ferryl 101 Anticorrosive Oil

Ferryl 103 Anticorrosive Drying Oil

SDSInfo

SDSInfo

SDSInfo

SDSInfo

25kg Tech.  SDSInfo

Tech.

Tech.

Tech.

Tech.

Ferryl Ferrycid Rustremover

Ferryl Rustoil Penetrating Oil

Main Usage Areas

45 04 23

45 04 22

25L / 10L

10L

45 04 23

30kg

25L

25L

Ferryl Ferrycid Rustremover

450ml

SDSInfo

SDSInfo

SDSInfo

1L SDSInfo

Tech.

Tech.

Tech.

Tech.45 04 20 Ferryl Rustoil Spray Penetrating Oil



COATINGS
IMPA # Product Name Packaging Info Tech.  SDS

Couplings Portholes Fixtures
Handrails Instruments Fittings
Buoys Warnings Emergency Exits

Fire Extinguishers Life‐Saving Equipment The Bridge
Markings Stairs Zone Marking

Low Beams & Steps Walkways Doorways
Hydraulic Hoses Standing Rigging Electrical Cables

Rubber Seals Guy‐Wires
Ferryl Coatings Thinning / Dilution Surface Preparation

Brush / Roller Cleaning Paint Thinner Degreasing

CLEANING PRODUCTS
IMPA # Product Name Packaging Info Tech.  SDS

Decks Engine Department Refrigerators
Tools & Equipment Fishing Vessels Containers / Chambers

Cabins Messrooms The Bridge
Bathrooms Sanitary Installations Windows & Portholes

Decks Engine Room Tools
Painted Surfaces Heavy Oil Deposits Engine Parts

Electrical Equipment Motors Engine Parts
Generators Contacts Coils

Electrical Equipment Motors Switches & Relays
Generators Contacts Coils

OTHER
IMPA # Product Name Packaging Info Tech.  SDS

Cargo Holds Processing Facilities Storage Rooms
Fishing Vessels Containers Warehouses

Cabins Bathrooms & Toilets The Bridge
Galleys Cigarette Smoke Mildew

Threaded Pipes Flanged Pipes Fittings
Piping Systems High‐Pressure Systems Steam Pipes

Tech.

Tech.

Tech.

Main Usage Areas

Ferryl 401 Anticorrosive Transparent Coating

Ferryl 502 Anticorrosive Fluorescent Coating

Ferryl 400R Anticorrosive White Coating

45 04 12

45 04 17

45 04 11

45 04 15 Ferryl 505 Anticorrosive Fluorescent Coating

25L

500ml

1kg

1kg

12kg

SDSInfo

SDSInfo

SDSInfo

1kg SDSInfo

Tech.

Tech.

Tech.

Tech.

Tech.

Tech.

Tech.

Tech.

Tech.

Tech.

25L / 10L

25L / 10L

25L

25L

450ml

Main Usage Areas

Ferryl Fermaid Alkaline Cleaning Liquid

Ferryl Cabin Clean General Cleaning Liquid

Ferryl Cleaning Fluid Oil & Grease Remover

Ferryl Electroclean Info

SDSInfo

SDSInfo

SDSInfo

SDSInfo

SDSInfo

150g

SDSInfo

SDSInfo

SDSInfo

45 04 13

Main Usage Areas

Ferryl Air‐Refreshment

Ferryl Armacit Pipe Sealant

45 04 30

45 04 19

Ferryl Air‐Refreshment Spray45 04 30

10L

45 04 26

45 04 29

45 04 24

45 04 27

45 04 28

Ferryl 404 Dilution & Cleaning Liquid

Ferryl Electroclean Spray

SDS
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Technical Specifications 


 
 


 
 
Physical State Liquid  
Colour Dark Brown  
Odour Oil  
Density 885 kg / m3  
Viscosity 1100 cSt 20°C  
 
Flash Point 64°C ASTM D 93  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Drying  Semi Drying  
Temperature Range -40°C to + 60°C  
 
Supplied in 25L metal drum  


 
 
 
 
Range of Application 
 
FERRYL 101 is designed for ultimate rust protection and lubrication on ships, in harbours, 
shipyards, special installations and offshore installations.  
 
FERRYL 101 can be used wherever superior penetration and protection against rust or lubrication 
are needed, such as on crane wires, winches, mooring wires, lifeboat falls, derricks, open gears, 
hoists, tow lines, lashings, shackles, tankcover-screws, hatchcover wheels, valves, bearings, pins, 
ventilation flaps, screws and bolts etc. 
 
Ferryl 101 is designed for use in cold climates, on fast moving wires and as a primary application 
on new wires, prior to application of FERRYL 202 STANDARD ANTOCORROSIVE GREASE. 
 
Directions for Use 
 
For best results, clean the wire to be treated with FERRYL RUSTOIL PENETRATING OIL to 
remove any rust, moisture and old/dry oil or grease from the wire prior to application of FERRYL 
101. 
 
FERRYL 101 is delivered ready to use. If necessary, stir before use. Apply FERRYL 101 by brush, 
spraying or dipping. If thinning is required, dilute with FERRYL 404 (Dilution and Cleaning Liquid) 
to obtain the desired viscosity. 
 
If a harder consistency is desired, FERRYL 101 can be mixed with FERRYL 202 STANDARD 
ANTICORROSIVE GREASE to obtain the specific viscosity needed. 


 


FERRYL 101 
ANTICORROSIVE OIL 


 








®


Technical Specifications 


 
 


 
Physical State Liquid  
Colour Dark Brown  
Odour Oil  
Density 885 kg / m3  
Viscosity 450 cSt 20°C  
 
Flash Point 63°C ASTM D 93  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Coverage 5m2 per 1L (approx.)  
Drying Time Dust Dry                10  hours (approx.)  
 Completely Dry     48 hours (approx.)  
Temperature Range -40°C to + 60°C  
 
Supplied in 25L metal drum  


 
 
 
Range of Application 
 
FERRYL 103 is designed for ultimate rust protection on ships, in harbours, shipyards, special 
installations and offshore installations.  
 
FERRYL 103 can be used wherever a dry, tough film/coating is desired. It can be used on 
permanently-fixed as well as non-fixed parts and on all metal surfaces. FERRYL 103 is designed 
for use in internal or external environments. The product is designed for temporary or permanent 
protection of spare parts, tanks, pipes, mooring wires, spare propellers, axels, void spaces, 
machine parts, engines, chain-cables, etc. It is also designed to protect tools, parts, and machinery 
during storage or transport. 
 
Directions for Use 
 
For best results, remove any grease, oil, dirt, rust or moisture from the part or surface to be 
treated, prior to application of FERRYL 103. To remove grease, oil, dirt or moisture, use FERRYL 
404 (Dilution and Cleaning Liquid). To remove rust use FERRYL FERRYCID Rustremover. 
 
Apply Ferryl 103 to dry surfaces by brush, spray, or dipping. Ensure good ventilation during the 
drying time, if applying indoors. FERRYL 103 is delivered ready for use but can be diluted using 
FERRYL 404 (Dilution and Cleaning Liquid) if a thinner coating is required, for example for short-
term protection, or if applying FERRYL 103 by spraying. 
 
To remove the FERRYL 103 coating, scrape and/or clean off the coating using FERRYL 404, 
FERRYL ELECTROCLEAN or FERRYL CLEANING FLUID. 


 


FERRYL 103 
ANTICORROSIVE DRYING OIL 
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Technical Specifications 


 
 


 
Physical State Soft Paste  
Colour Aluminium  
Odour Characteristic  
Density 1250 kg / m3  
Worked Penetration 250-290 (0.1mm at 25°C)  
NLGI Grade 2  
 
Flash Point 80°C ASTM D 93  
Melting Point 90°C  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Drying  Semi Drying  
Temperature Range -30°C to + 70°C  
 
Supplied in 30kg metal drum  


 
 
Range of Application 
 
FERRYL 202 ALUMINIUM is designed for ultimate protection of parts on ships, in harbours, 
shipyards, special installations and offshore installations. 
 
FERRYL 202 ALUMINIUM can be used where a high level of protection is needed, such as 
hatchcover rails and wheels, crane rails, container lashings, gear wheels, shackles, turnbuckles, 
twist locks, in engine rooms, on pipes, ventilation flaps, on external hot spindles, screws & bolts, 
tankcover-screws, etc.  
 
Once exposed to air, the grease semi-dries to create a tough grease film that is resistant to sea 
water and water spray, friction and heavy loads. By not drying out completely the grease maintains 
flexibility to provide lubrication of moving parts.  
 
Directions for Use 
 
For best results, clean area/object to be treated with FERRYL RUSTOIL (Penetrating Oil) to 
remove any moisture and old/dry oil or grease or paint, prior to application of FERRYL 202 
ALUMINIUM. For rust-removal use FERRYL FERRYCID RUSTREMOVER. 
 
Ferryl 202 ALUMINIUM is supplied ready to use and should not be diluted. Apply by stiff brush, 
glove or grease gun. 
 
For cleaning / grease removal use FERRYL CLEANING FLUID (Oil and Grease Remover) or other 
degreasing liquids.  


 


FERRYL 202 ALUMINIUM 
ANTICORROSIVE GREASE 
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Technical Specifications 


 
 


 
Physical State Soft Paste  
Colour Dark Brown  
Odour Grease  
Density 920 kg / m3  
Worked Penetration 220-260 (0.1mm at 25°C)  
NLGI Grade 3  
 
Flash Point 80°C ASTM D 93  
Melting Point 70°C  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Drying  Semi Drying / Partially Drying  
Temperature Range -30°C to + 70°C  
 
Supplied in 25kg metal drum  


 
 
Range of Application 
 
FERRYL 202 STANDARD is designed for ultimate rust protection and lubrication on ships, in 
harbours, shipyards, special installations and offshore installations.  
 
FERRYL 202 STANDARD can be used wherever protection against rust or lubrication are needed, 
such as on crane wires, winches, mooring wires, lifeboat falls, derricks, open gears, hoists, tow 
lines, lashings, shackles, tankcover-screws, hatchcover wheels, valves, bearings, pins, ventilation 
flaps, screws and bolts etc. 
 
Directions for Use 
 
For best results, clean the wire to be treated with FERRYL RUSTOIL PENETRATING OIL to 
remove any rust, moisture and old/dry oil or grease from the wire prior to application of FERRYL 
202 STANDARD. 
 
FERRYL 202 STANDARD is delivered ready to use. Apply FERRYL 202 STANDARD by brush, 
glove or wire-lubricator.  
 
For optimal results and penetration of the grease into the wire-core, apply FERRYL 202 
STANDARD with a wire-rope lubricator. It is recommended, especially on new wires or when 
grease is applied without use of a wire-rope lubricator, that wires are coated with FERRYL 101 
ANTICORROSIVE OIL prior to application of FERRYL 202 STANDARD. 
 
If a softer consistency is desired, FERRYL 202 STANDARD can be mixed with FERRYL 101 
ANTICORROSIVE OIL to obtain the specific viscosity needed. 


 


FERRYL 202 STANDARD 
ANTICORROSIVE GREASE 
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Technical Specifications 


 
 


 
Physical State Paste  
Colour White  
Odour Characteristic  
Density 1360 kg / m3  
Worked Penetration 190-230 (0.1mm at 25°C)  
NLGI Grade 3/4  
 
Flash Point 80°C ASTM D 93  
Melting Point 90°C  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Drying  Semi Drying  
Temperature Range -30°C to + 70°C  
 
Supplied in 30kg metal drum  


 
 
Range of Application 
 
FERRYL 202 WHITE is designed for ultimate rust protection and lubrication on ships, in harbours, 
shipyards, special installations and offshore installations.  
 
FERRYL 202 WHITE can be used wherever protection against rust or lubrication with a clean, 
white appearance is needed, such as on crane wires, winches, mooring wires, lifeboat falls, 
derricks, open gears, hoists, tow lines, lashings, shackles, tankcover-screws, hatchcover wheels, 
valves, pins, ventilation flaps, screws and bolts etc. 
 
Directions for Use 
 
For best results, clean the wire to be treated with FERRYL RUSTOIL PENETRATING OIL to 
remove any rust, moisture and old/dry oil or grease from the wire prior to application of FERRYL 
202 WHITE. 
 
FERRYL 202 WHITE is delivered ready to use. Apply FERRYL 202 WHITE by brush, glove or 
wire-lubricator.  
 
For optimal results and penetration of the grease into the wire-core, apply FERRYL 202 WHITE 
with a wire-rope lubricator. It is recommended, especially on new wires or when grease is applied 
without use of a wire-rope lubricator, that wires are coated with FERRYL 101 ANTICORROSIVE 
OIL prior to application of FERRYL 202 WHITE. 
 


 


FERRYL 202 WHITE 
ANTICORROSIVE GREASE 


 








®


Technical Specifications 


 
 
 


 
Physical State Viscous Liquid  
Colour White  
Odour Plastic  
Density 1210 kg / m3  
Viscosity 1300 cSt 20°C  
Flash Point 64°C (147°F) ASTM D 93  
Vapour Density > 1.00 (Vapour is heavier than air)   
 
Coverage 5m2 per 1kg (approx.)  
Drying Time Dust Dry                2  hours (approx.)  
 Completely Dry     24 hours (approx.)  
Finish Glossy  
 
Supplied in 12 kg metal drum  


 
 
 
Range of Application 
 


FERRYL 400R is designed to provide a white, flexible coating on ships, in harbours, shipyards, 
special installations and offshore installations.  
 


FERRYL 400R can be used wherever protection against rust with a white, flexible, non-cracking 
film is needed, such as on standing rigging, guy wires, electrical cables, rubber hoses, tension 
wires, stay cables, hydraulic hoses, suspension wires, tubing and seals.  
 
FERRYL 400R can be used on most surfaces including steel, galvanised steel, stainless steel, 
rubber, plastic, fibreglass and painted surfaces. 
 
 


Directions for Use 
 


Apply in well ventilated areas and at temperature above 5°C (41°F). For best results, clean the 
surface to be coated of all oil, dirt, soot or grease, using FERRYL 404 (Dilution and Cleaning 
Liquid). Ensure the surface is dry prior to application of FERRYL 400R. When applying Ferryl 400R 
to wire-ropes it is especially important to ensure that the wire is free from (water) moisture, as the 
coating will otherwise encapsulate the moisture within the wire core. Cleaning the wire prior to 
application with FERRYL 404 will remove any oil or grease on the wire, ensuring good adhesion of 
the coating. FERRYL 404 will also penetrate into the wire core to displace any moisture. 
 


Ferryl 400R is a one-component product and is supplied ready to use. Stir before use. Apply by 
brush, roller or spray. When applying by spray a 1.3 – 1.5mm nozzle is recommended. Additional 
thinning may be required to achieve good atomisation. A wet film thickness of 100 – 200 microns is 
recommended. If thinning is required, dilute with FERRYL 404 (Dilution and Cleaning Liquid) to 
obtain the desired viscosity.  
 


For best results, apply 2 coats. Clean brushes, rollers, etc., using FERRYL 404 (Dilution and 
Cleaning Liquid). 


 


FERRYL 400R 
ANTICORROSIVE WHITE COATING 
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Technical Specifications 


 
 
 


 
Physical State Liquid  
Colour Transparent / Clear  
Odour Plastic  
Density 910 kg / m3  
Viscosity 140 cSt 20°C  
Flash Point 60°C (140°F) ASTM D 93  
Vapour Density > 1.00 (Vapour is heavier than air)   
 
Coverage 6m2 per 1kg (approx.)  
Drying Time Dust Dry                2  hours (approx.)  
 Completely Dry     24 hours (approx.)  
Finish Glossy  
 
Supplied in 1kg metal tin, 10 tins per box  


 
 
 
Range of Application 
 


FERRYL 401 is designed to provide a clear, flexible coating on metal surfaces on ships, in 
harbours, shipyards, special installations and offshore installations.  
 
FERRYL 401 can be used wherever protection against corrosion with a transparent, flexible, non-
cracking film is needed, such as on polished metal surfaces, handrails, nuts, couplings, engine 
parts, ventilators, door-frames, binnacles, signs, portholes, pipes, valves, instruments, fittings, 
fixtures and doorknobs.  
 
FERRYL 401 can be used to preserve most metal surfaces including steel, stainless steel, copper, 
aluminium, brass and light alloys. Ferryl 401 can also be used as a varnish on wood. 
 
 


Directions for Use 
 


Apply in well-ventilated areas and at temperatures above 5°C (41°F). For best results, clean the 
surface to be coated of all oil, dirt, soot or grease, using FERRYL 404 (Dilution and Cleaning 
Liquid). Remove any rust prior to application using FERRYL FERRYCID Rustremover. When using 
FERRYL 401 to preserve metals such as brass or copper, polish the metal using appropriate metal 
polish prior to application. Ensure the surface is dry prior to application of FERRYL 401. 
 
FERRYL 401 is a one-component product and is supplied ready to use. Apply by brush, roller or 
spray. When applying by spray a 1.3 – 1.5mm nozzle is recommended. Additional thinning may be 
required to achieve good atomisation. A wet film thickness of 100 – 200 microns is recommended. 
If thinning is required, dilute with FERRYL 404 (Dilution and Cleaning Liquid) to obtain the desired 
viscosity.  
 
For best results, apply 2 coats. Clean brushes, rollers, etc., using FERRYL 404 (Dilution and 
Cleaning Liquid). 
 


 


FERRYL 401 
ANTICORROSIVE TRANSPARENT COATING 
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Technical Specifications 


 
 


 
 


Physical State Liquid  
Colour Clear  
Odour Characteristic  
Density 850 kg / m3  
 
Viscosity 1.1 cSt 20°C  
Flash Point 56°C ASTM D 93  
pH Not Applicable  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Temperature Range -30°C to + 50°C  
 
Supplied in 10L metal drum  
 
 


 
 
Range of Application 
 
FERRYL 404 is designed for use in combination with the FERRYL coatings such as FERRYL 401 
(Anticorrosive Transparent Coating), FERRYL 400R (Anticorrosive White Coating), FERRYL 502 
and FERRYL 505 (Anticorrosive Fluorescent Coatings).  
 
Use FERRYL 404 prior to application of the Ferryl coatings to remove dirt, moisture, oil and grease 
to ensure better adhesion of the coatings. If the coatings should need dilution, for example to lower 
the viscosity for application by spraying apparatus, then FERRYL 404 should be used. FERRYL 
404 is also used to clean brushes, rollers and other equipment. 
 
FERRYL 404 is ideal for use as a multi-purpose thinner for most solvent or oil-based paints.  
 
Directions for Use 
 
FERRYL 404 is supplied ready to use and should be used undiluted. Avoid skin and eye contact. 
 
For dilution: add a small amount of FERRYL 404 to the product to be diluted. Mix by stirring, 
mechanically or by hand. Repeat if necessary until the desired viscosity is obtained. 
 
For cleaning: when cleaning surfaces prior to application of a coating, apply FERRYL 404 with a 
rag or brush. On heavy deposits of oil, grease or soot, leave to react for 5-10 minutes. Wipe off the 
surface with a clean rag or cloth. Do not rinse with water. 
 
For cleaning of brushes and rollers, submerge in a bath of FERRYL 404. 


 


FERRYL 404 
DILUTION AND CLEANING LIQUID 


 








®


Technical Specifications 


 
 
 


 
Physical State Viscous Liquid  
Colour Fluorescent Orange-Red  
Odour Sweet  
Density 1020 kg / m3  
Viscosity 1300 cSt 20°C  
Flash Point 63°C ASTM D 93  
Vapour Density > 1.00 (Vapour is heavier than air)   
 
Coverage 5m2 per 1kg (approx.)  
Drying Time Dust Dry                2  hours (approx.)  
 Completely Dry     24 hours (approx.)  
Finish Semi-glossy  
 
Supplied in 1kg metal tin, 10 tins per box  


 
 
 
Range of Application 
 


FERRYL 502 is designed for security applications on ships, in harbours, shipyards, special 
installations and offshore installations.  
 


FERRYL 502 can be used wherever protection against rust with an orange-red colour film is 
needed, such as on lifeboats, lifebuoys, on the bridge, life-saving equipment, docks, alarms, etc. 
FERRYL 502 can be used to identify warnings, fire extinguishers, doorways, emergency exits or 
hazards such as crane hooks, low beams and steps.  
 


FERRYL 502 can be used on most surfaces including steel, plastic, fibreglass and painted 
surfaces. 
 
 


Directions for Use 
 


Apply in well ventilated areas and at temperature above 5°C. For best results, clean the surface to 
be coated of all oil, dirt, soot or grease, using FERRYL 404 (Dilution and Cleaning Liquid). Remove 
any rust prior to application using FERRYCID Rustremover. Ensure the surface is dry prior to 
application of FERRYL 502. Shiny/glossy surfaces may be sanded prior to application for optimal 
adhesion. 
 


Ferryl 502 is a one-component product and is supplied ready to use. If necessary, stir before use. 
Apply by brush, roller or spray. When applying by spray a 1.3 – 1.5mm nozzle is recommended. 
Additional thinning may be required to achieve good atomisation. A wet film thickness of 100 – 200 
microns is recommended. If thinning is required, dilute with FERRYL 404 (Dilution and Cleaning 
Liquid) to obtain the desired viscosity.  
 


Apply 1 to 2 coats. For best results and colour intensity apply to a white surface. FERRYL 400R 
(Anticorrosive White Coating) can be used as a white base coat. Clean brushes, rollers, etc., using 
FERRYL 404 (Dilution and Cleaning Liquid). 


 


FERRYL 502 
ANTICORROSIVE FLUORESCENT COATING 
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Technical Specifications 


 
 
 


 
Physical State Viscous Liquid  
Colour Fluorescent Yellow  
Odour Sweet  
Density 1020 kg / m3  
Viscosity 1300 cSt 20°C  
Flash Point 63°C ASTM D 93  
Vapour Density > 1.00 (Vapour is heavier than air)   
 
Coverage 5m2 per 1kg (approx.)  
Drying Time Dust Dry                2  hours (approx.)  
 Completely Dry     24 hours (approx.)  
Finish Semi-glossy  
 
Supplied in 1kg metal tin, 10 tins per box  


 
 
 
Range of Application 
 


FERRYL 505 is designed for safety marking applications on ships, in harbours, shipyards, special 
installations and offshore installations.  
 
FERRYL 505 can be used wherever protection against rust with a high visibility yellow film is 
needed. Use FERRYL 505 to mark steps, openings, low beams, tripping hazards, railings, hatches, 
ladders, numbers, storage areas, walkways, zone markings, hooks etc.  
 
FERRYL 505 can be used on most surfaces including steel, plastic, fibreglass and painted 
surfaces.   
 
 


Directions for Use 
 


Apply in well ventilated areas and at temperature above 5°C. For best results, clean the surface to 
be coated of all oil, dirt, soot or grease, using FERRYL 404 (Dilution and Cleaning Liquid). Remove 
any rust prior to application using FERRYCID Rustremover. Ensure the surface is dry prior to 
application of FERRYL 505. Shiny/glossy surfaces may be sanded prior to application for optimal 
adhesion. 
 
Ferryl 505 is a one-component product and is supplied ready to use. If necessary, stir before use. 
Apply by brush, roller or spray. When applying by spray a 1.3 – 1.5mm nozzle is recommended. 
Additional thinning may be required to achieve good atomisation. A wet film thickness of 100 – 200 
microns is recommended. If thinning is required, dilute with FERRYL 404 (Dilution and Cleaning 
Liquid) to obtain the desired viscosity.  
 
Apply 1 to 2 coats. For best results and colour intensity apply to a white surface. FERRYL 400R 
(Anticorrosive White Coating) can be used as a white base coat. Clean brushes, rollers, etc., using 
FERRYL 404 (Dilution and Cleaning Liquid). 


 


FERRYL 505 
ANTICORROSIVE FLUORESCENT COATING 
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Technical Specifications 


 
 


 
 
Physical State Liquid  
Colour Clear  
Odour Fresh  
 
Density 950 kg / m3  
Viscosity 1.1 cSt 20°C  
pH Not Applicable  
 
Flash Point Non Combustible  
Vapour Density approx. 1 (air =1)  
Solubility in Water 100%  
 
Supplied in 500ml plastic non-aerosol spray pump bottle  
 25L plastic drum  


 
 
 
Range of Application 
 
FERRYL AIR-REFRESHMENT is specially designed for use on ships in harbours, shipyards, 
special installations and offshore installations. It is used wherever bad smells occur and where it is 
desired that the smell is removed as opposed to simply masked. 
 
Use FERRYL AIR-REFRESHMENT in cabins, galleys, on the bridge, bathrooms, toilets, garbage-
disposal areas, cargo holds, containers, tanks, reefers, storage rooms, on fishing vessels, 
factories, in fish-processing facilities, etc.  
 
FERRYL AIR-REFRESHMENT can remove cigarette-smoke, garbage, mildew, animal smells, fish 
and fish produce smells, fishmeal, sewage, food and chemical smells, etc. 
 
 


Directions for Use 
 
FERRYL AIR-REFRESHMENT should be used neat. 
 
When using the 500ml bottle, dispense FERRYL AIR-REFRESHMENT evenly into the room or 
area by pushing down on the pump sprayer fitted on the bottle. When using the product in 25L 
drums, use spraying apparatus to spray evenly into the room or area that is being treated.  
 
The product works immediately to remove the smell but will also continue to react 1-2 hours after 
application. Allow good ventilation of the area if possible. 
 
If necessary, repeat the process. 


 


FERRYL AIR-REFRESHMENT 
BAD ODOUR NEUTRALISER 
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Technical Specifications 


 
 
 


 
Physical State Thick Paste  
Colour Black  
Odour Characteristic   
 
Density 1800 kg / m3  
Flash Point 61°C (140°F) ASTM D 93  
Vapour Density > 1.00 (Vapour is heavier than air)   
Solubility in Water Insoluble  
 
Drying Time Dust Dry                30 minutes (approx.)  
 Completely Dry     24 hours (approx.)  
Temperature Range -50°C to +150°C (-58°F to +302°F)  
 
Supplied in 150g plastic tube, 12 tubes per box  


 
 
 
 
Range of Application 
 
FERRYL ARMACIT is a fluid, paste-like packing providing a durable, air-tight seal, specially 
designed for on ships, in harbours, shipyards, special installations and offshore installations. It is a 
more secure and durable option to rubber, tape, hemp or cork. 
 
Use FERRYL ARMACIT to seal threaded or flanged joints on pipes in piping systems with steam, 
hydraulics, compressed air, fuel, fire-fighting water, sewage and a range of chemicals, as well as 
on various materials such as steel, brass, aluminium, PVC, galvanised steel and stainless steel.  
 
Because of the tight seal that is created, FERRYL ARMACIT is also ideal as a glue for threaded 
bolts and screws. 
 
 


Directions for Use 
 
For best results, ensure parts are dry and free from dirt, oil and grease.  
 
FERRYL ARMACIT is delivered ready-to-use and should not be diluted. 
 
Apply a layer of FERRYL ARMACIT to the thread or flange. Connect the pipe and tighten well, 
wiping off any excess product with a rag.  
 
Avoid pressurising the system or allowing fluids or gases to be passed through the pipes until the 
seal has completely set, as this can affect the tightness of the seal. 
 
Clean tools and remove old product with ethanol. 
 


 


FERRYL ARMACIT 
PIPE SEALANT 
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Technical Specifications 


 
 


 
 
Physical State Liquid  
Colour Blue  
Odour Characteristic  
Density 1010 kg / m3  
pH 7.0  
 
Flash Point Non Combustible  
Boiling Point 100°C (212°F)  
Freezing Point 0°C (32°F)  
 
Vapour Pressure 18 mm hg  
Solubility in Water 100%  
 
Supplied in 25L & 10L plastic drum  


 
 
 
Range of Application 
 
FERRYL CABIN CLEAN is used for all-round cleaning on ships, in harbours, shipyards, special 
installations and offshore installations. It is used to remove dirt and light oil or grease from virtually 
any surface, including vinyl, plastic, ceramic, painted surfaces, glass, wood, iron, steel, etc.  
 
FERRYL CABIN CLEAN is intended primarily for use indoors, such as in cabins or messrooms, on 
the bridge, floors, stairs, bathrooms, windows/portholes, sanitary installations, etc. 
 
FERRYL CABIN CLEAN can also be used for cleaning onboard factory or fishing vessels, yachts 
and smaller vessels.  
 
 


Directions for Use 
 
FERRYL CABIN CLEAN is a concentrate that should be diluted with fresh water, depending on the 
degree of dirt or light grease to be removed. For general cleaning indoors and for the cleaning of 
light dirt, a 1:15 (FERRYL CABIN CLEAN:water) dilution is recommended. 
 
The use of warm or hot water improves the cleaning ability. 
 
Apply FERRYL CABIN CLEAN using mop, rag, sponge, or brush. Alternatively, dip items to be 
cleaned into a FERRYL CABIN CLEAN-bath. Rinse treated area or items with water after use. 
 
FERRYL CABIN CLEAN has a very good foaming ability. 
 


 


FERRYL CABIN CLEAN 
GENERAL CLEANING LIQUID 
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Technical Specifications 


 
 


 
 


Physical State Liquid  
Colour Yellow  
Odour Characteristic  
Density 800 kg / m3  
 
Viscosity 1.1 cSt 20°C  
Flash Point 58°C ASTM D 93  
pH Not Applicable  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Forms a white emulsion with water  
Temperature Range -30°C to + 50°C  
 
Supplied in 25L metal drum  


 
 
 
 
Range of Application 
 
FERRYL CLEANING FLUID is a non-chlorinated, hydrocarbon solvent-based cleaning liquid 
designed for the removal of oil and grease on ships, in harbours, shipyards, special installations 
and offshore installations. 
 
Use FERRYL CLEANING FLUID to remove all types of oil and grease encountered in marine 
settings, including fuel oil, lube oil, diesel oil, mineral oils, grease, fats, dirt, soot, carbon, asphalt 
etc. FERRYL CLEANING FLUID is used to clean on decks, in engine rooms, cargo holds, for tools, 
machinery parts, spot cleaning, etc.  
 
FERRYL CLEANING FLUID is non-corrosive and safe to use on all metal surfaces, painted 
surfaces and certain plastics. 
 
Directions for Use 
 
Use FERRYL CLEANING FLUID undiluted. Avoid skin and eye contact. 
 
Apply FERRYL CLEANING FLUID by rag, brush, spray, mop, or sponge. For heavy and/or dried oil 
and grease, allow the product to soak for easier removal. For cleaning of small parts use a 
CLEANING FLUID-bath. Scrub and leave to soak as appropriate. 
 
Rinse treated area or items with fresh water after use. FERRYL CLEANING FLUID forms a white 
emulsion with water that is easily rinsed off. 
 


 


FERRYL CLEANING FLUID 
OIL AND GREASE REMOVER 
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Technical Specifications 


 
 


 
 


Physical State Liquid  
Colour Blue  
Odour Characteristic  
Density 816 kg / m3  
 
Viscosity 1.1 cSt 20°C  
Flash Point 65°C ASTM D 93  
pH Not Applicable  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Temperature Range -30°C to + 60°C  
 
Supplied in 25L metal drum  
 450ml aerosol spray can  


 
 
 
Range of Application 
 
FERRYL ELECTROCLEAN is a non-conductive solvent-based cleaning liquid, free from 
chlorinated hydrocarbons, designed for cleaning and degreasing of electrical equipment on ships, 
in harbours, shipyards, special installations and offshore installations.  
 
Use FERRYL ELECTROCLEAN for cleaning of all electrical equipment, including motors, 
switches, relays, generators, contacts, coils, switchgears, etc. The product penetrates into small 
parts to loosen dirt, oil and grease. Quick evaporation leaves the surface clean and film free. 
 
FERRYL ELECTROCLEAN is non-corrosive and safe to use on all metals and alloys and most 
painted and varnished surfaces.  
 
 
Directions for Use 
 
Disconnect machinery to be cleaned from the power supply. 
 
Use FERRYL ELECTROCLEAN undiluted. 
 
Apply FERRYL ELECTROCLEAN by rag, brush or spray. For cleaning of small components use 
an ELECTROCLEAN-bath. Leave to soak as appropriate. 
 
Wipe off surfaces with a rag or cloth, blow off using compressed air, or let the product 
evaporate/dry by itself. 


 


FERRYL ELECTROCLEAN 
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Technical Specifications 


 
 


 
 
Physical State Liquid  
Colour Pale Light Blue  
Odour Fresh  
Density 1100 kg / m3  
pH 12.9  
 
Flash Point Non Combustible  
Boiling Point 100°C (212°F)  
Freezing Point 0°C (32°F)  
 
Vapour Pressure 18 mm hg  
Solubility in Water 100%  
 
Supplied in 25L & 10L plastic drum, 1L plastic bottle   


 
 
 
Range of Application 
 
FERRYL FERMAID is used for all-round cleaning and degreasing on ships in harbours, shipyards, 
special installations and offshore installations. It is used to remove dirt, oil or grease from virtually 
any surface, including vinyl, plastic, ceramic, painted surfaces, glass, wood, iron, steel, etc.  
 
FERRYL FERMAID is intended for cleaning of decks, engine and catering departments, 
refrigerated holds, containers and chambers, refrigerators, equipment, tools, galleys, pantries, 
floors, sanitary installations, windows/portholes, sanitary installations, etc.  
 
FERRYL FERMAID has a disinfecting and deodorising effect and can also be used for cleaning 
onboard factory or fishing vessels.  
 
 


Directions for Use 
 
FERRYL FERMAID is a concentrate that should be diluted with fresh water, depending on the 
degree of dirt, oil or grease to be removed. For cleaning of dirt or light grease, a 1:10 (FERRYL 
FERMAID:water) dilution is recommended. For cleaning of heavy oil or grease, use FERRYL 
FERMAID undiluted or in a 1:1 (FERRYL FERMAID:water) dilution. The use of warm or hot water 
also improves the cleaning ability. 
 
Apply FERRYL FERMAID using mop, rag, sponge, brush, or pressure-wash. Alternatively, dip 
items to be cleaned into a FERMAID-bath. Rinse treated area or items with water after use. 
 
When cleaning surfaces, FERRYL FERMAID can be left to soak/penetrate for some minutes, as 
desired. 


 


FERRYL FERMAID 
ALKALINE CLEANING LIQUID 
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Technical Specifications 


 
 


 
 
Physical State Liquid  
Colour Clear  
Odour Bland  
Density 1165 kg / m3  
pH 1.0  
 
Flash Point Non Combustible  
Boiling Point 100°C (212°F)  
Freezing Point 0°C (32°F)  
 
Vapour Pressure 18 mm hg  
Solubility in Water 100%  
 
Supplied in 25L & 10L plastic drum, 1L plastic bottle   


 
 
 
Range of Application 
 


FERRYL FERRYCID is designed for removal of heavy rust, removal of rust stains, cleaning of 
painted surfaces, descaling and limescale removal, cleaning and bleaching of wooden decks and 
cleaning of sanitary installations on ships, in harbours, shipyards, special installations and offshore 
installations.  
 


FERRYL FERRYCID can be used on virtually any material, including iron, steel, wood, ceramic, 
plastic, vinyl, glass, etc. FERRYL FERRYCID gives a protective base for painting and prolongs the 
lifetime of painted surfaces. 
 


Directions for Use 
 


Prior to application of FERRYL FERRYCID, remove any oil or grease from the surface using a 
suitable degreaser. Remove any loose rust using a steel brush. Apply FERRYL FERRYCID using 
brush, rag, pouring, pressure-wash or dipping. Once the surface is dry, remove the grey-white 
powder with a soft brush or rinse off with water. Re-apply FERRYL FERRYCID as needed, 
depending on the amount of rust. 
 


FERRYL FERRYCID can be diluted with water as needed, depending on the amount of rust. 
For cleaning of wooden decks: A 1:1 (FERRYCID:water) dilution is recommended. Leave FERRYL 
FERRYCID to soak for approximately 30 minutes before rinsing off with water. For cleaning of 
sanitary installations, wipe the surface with a FERRYCID-soaked rag, or fill washbasins with 
FERRYL FERRYCID to loosen up rust, rust stains, or limescale. For de-rusting of small parts use a 
FERRYCID-bath in an acid-proof container. 
 


Do not use FERRYL FERRYCID on wire or synthetic ropes, on thin rolled parts such as springs or 
measuring tapes, or for loosening rusted nuts and bolts. For these applications, use FERRYL 
RUSTOIL (Penetrating Oil). 


 


FERRYL FERRYCID 
RUSTREMOVER 
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Technical Specifications 


 
 


 
 


Physical State Liquid  
Colour Brown  
Odour Characteristic  
Density 805 kg / m3  
 
Viscosity 1.5 cSt 20°C  
Flash Point 62°C ASTM D 93  
pH Not Applicable  
 
Vapour Density > 1.00 (Vapour is heavier than air)  
Solubility in Water Insoluble  
Temperature Range -30°C to + 60°C  
 
Supplied in 10L metal drum  
 450ml aerosol spray can  
 


 
 


Range of Application 
 
FERRYL RUSTOIL is a penetrating and rust-releasing oil that loosens moving parts that have 
become stuck or joined together from rust or dried grease, and leaves a protective, lubricating film. 
It is designed for use on ships, yachts, in harbours, shipyards, special installations and offshore 
installations.  
 
Easy penetration loosens rust on screws, bolts, shackles, lashings, latches, chains, steel wire rope, 
machine parts, valves, motors, hinges, wheels, locks, fasteners, springs, switches, etc. and leaves 
behind a lubricating film. FERRYL RUSTOIL also displaces water moisture. 
 
FERRYL RUSTOIL is non-corrosive, non-conductive and safe to use on all metals and painted 
surfaces. 
 
Directions for Use 
 
Apply FERRYL RUSTOIL by spray, rag, brush or pouring. Leave for 30 minutes, re-applying if 
necessary. Smaller parts can also be submerged in a RUSTOIL-bath. When the product has 
reacted, separation of parts is easily achieved. 
 
When using FERRYL RUSTOIL for the pre-treatment of wires, apply generously using a rag or stiff 
brush. The oil will dissolve any old oil or grease on the wire and penetrate into the wire core to 
displace moisture and loosen rust. 
 
Wipe off any excess product with a rag or cloth. Do not rinse. The remaining product/film will 
continue to lubricate and offer some protection against corrosion. 
 
For removal of rust on non-moving parts use FERRYL FERRYCID RUSTREMOVER. 


 


FERRYL RUSTOIL 
PENETRATING OIL 


 








®


FOR BETTER RUST PROTECTION AND MAINTENANCE WORLDWIDE


FERRYL SALES LIMITED
Kenilworth House


The Promenade, Port St. Mary
Isle of Man IM9 5DB


British Isles


Tel: +44 1624 833348
Fax: +44 1624 833352


ferrylsalesltd@ferryl.com
www.ferryl.com


 


FERRYL 101 
ANTICORROSIVE OIL 


An anticorrosive oil specially designed for the marine environment, providing 
ultimate rust protection and superior penetration to extend wire-life and efficiency. 


1. Superior Penetration 
Protection of entire wire through penetration 
into wire core 


 


2. Wide Temperature Range 
For use in extreme climates and temperatures 
well below freezing 


 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. Magnetic-Like Adhesion 
Ensures excellent adhesion to the wire 
 


5. Semi-Drying Film 
Protective layer prevents penetration of moisture 
- flexibility without cracking 
 


6. Lubrication 
Protects against deterioration and wear 
- easy running of rigging 


Specially designed for cold climate use and on fast-moving wires. 


Used wherever protection against rust and/or lubrication is needed: 


Can be applied by brush, glove or wire-lubricator 


Supplied in 25L metal drum 


 Winches 
 Mooring Wires 
 Lifeboat Falls 
 Derricks 
 


Shackles 
 Backsprings 
 Hoists 
 Lashings 


 Valves 
 Bearings 
 Screws & Bolts 
and More 
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FERRYL 103 
ANTICORROSIVE DRYING OIL 
A drying oil specially designed for the marine environment, 


providing ultimate rust protection and adhesion through a dry, tough film. 


1. Dries Completely  
 Dry, tough coating 


 
 
 


2. Rust Inhibitors 
Chemically active for ultimate rust protection 


 
 
 


 


3. Magnetic-Like Adhesion 
Ensures long-term protection 
 
 
 


4. High Melting Point 
For use in extreme climates and temperatures 
well below freezing 
 
 
 


5. Easy and Quick Removal 
Allows the surface or object to be quickly 
returned to its original condition 
 


Suitable for temporary or permanent use, in internal or external environments 


For protection during storage or transport 


Can be applied by brush, spray or dipping 


Supplied in 25L metal drum 


 Spare Parts 
 Axles 
 Machine Parts 
 Tools 


Tanks 
 Spare Propellers 
 Engines 
 Machinery 


 Pipes 
 Mooring Wires 
 Chain Cables 
and More 
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FERRYL 202 
ALUMINIUM ANTICORROSIVE GREASE 


An aluminium-based “Grease-Paint” specially designed for the marine environment, 
providing ultimate rust protection and a semi-drying, non-cracking coating. 


1. Rust Inhibitors  
Chemically active for ultimate rust protection 


 
 
 


2. “Grease-Paint” 
Semi-dries; used where ordinary paint would 
crack and not protect 


 
 
 


 


3. High Melting Point 
For use in extreme climates and temperatures 
well below freezing 
 
 
 


4. Excellent Adhesion 
Long-lasting coverage 
 
 
 


5. Water-Resistant 
Suitable for areas exposed to seawater 


Used wherever protection against rust is needed: 


Can be applied by brush, glove or grease gun 


Supplied in 30kg metal drum 


 Hatchcover Rails 
 Gear Wheels 
 Engine Room 
 Turnbuckles  
 


Crane Rails 
 Lashings 
 Tankcover-Screws 
 Screws & Bolts 


 Hatchcover Wheels 
 Shackles 
 External Hot Spindles 
and More 
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FERRYL 202 
STANDARD ANTICORROSIVE GREASE 


A wire-grease specially designed for the marine environment, 
providing ultimate rust protection and lubrication to extend wire-life and efficiency. 


1. Penetration 
Protection of entire wire through penetration 
into wire core 


 


2. High Melting Point 
For use in extreme climates and temperatures 
well below freezing 


 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. Rubberised Binders 
Ensures excellent adhesion to the wire 
 


5. Semi-Drying Film 
Protective layer prevents penetration of moisture 
- flexibility without cracking 
 


6. Lubrication 
Protects against deterioration and wear 
- easy running of rigging 


Used wherever protection against rust and/or lubrication is needed: 


Can be applied by brush, glove or wire-lubricator 


Supplied in 25kg metal drum 


 Winches 
 Mooring Wires 
 Lifeboat Falls 
 Derricks 
 Open Gears 


Shackles 
 Backsprings 
 Tankcover-Screws 
 Hoists 
 Lashings 


 Hatchcover Wheels 
 Valves 
 Bearings 
 Screws & Bolts 
and More 
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FERRYL 202 
WHITE ANTICORROSIVE GREASE 
A white wire-grease specially designed for the marine environment, 


providing ultimate rust protection and lubrication with a clean, white appearance. 


1. Penetration 
Protection of entire wire through penetration 
into wire core 


 


2. High Melting Point 
For use in extreme climates and temperatures 
well below freezing 


 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. Rubberised Binders 
Ensures excellent adhesion to the wire 
 


5. Semi-Drying Film 
Protective layer prevents penetration of moisture 
- flexibility without cracking 
 


6. Lubrication 
Protects against deterioration and wear 
- easy running of rigging 


Used wherever protection against rust and/or lubrication is needed: 


Can be applied by brush, glove or wire-lubricator 


Supplied in 30kg metal drum 


 Winches 
 Mooring Wires 
 Lifeboat Falls 
 Derricks 
 Open Gears 


Shackles 
 Backsprings 
 Tankcover-Screws 
 Hoists 
 Lashings 


 Hatchcover Wheels 
 Valves 
 Bearings 
 Screws & Bolts 
and More 
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FERRYL 400R 
ANTICORROSIVE WHITE COATING 
A plastic-like coating specially designed for the marine environment,  


providing rust protection where a white and dry but flexible coating is needed. 


1. White Colour 
Leaves a clean and attractive appearance 


 


2. Plasticity 
Gives a durable, flexible, non-cracking coating 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. UV-Stabilisers 
Ensures long lifetime of the coating  
 


5. Excellent Adhesion 
The product can be applied to most surfaces 
 


6. Chemical Resistance 
Resistant to oil, grease, petrol and salt water 
 


7. One-Component 
Delivered ready to use and is applied like paint 
 


 
Used wherever corrosion protection with a  
white and dry but flexible film is needed: 


Can be applied by brush, roller or spray 


Supplied in 12kg metal drum 


 Standing Rigging 
 Hoses 
 Tension Wires 
 Seals 
 


Guy Wires 
 Tubing 
 Hydraulic Hoses 
 Suspension Wires 


 Electrical Cables 
 Stay Cables 
 Rubber 
and More 
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FERRYL 401 
ANTICORROSIVE TRANSPARENT COATING 
A dry, plastic-like coating preventing corrosion of metals in the marine environment,  


preserving original shine of surfaces and reducing need for maintenance or polishing. 


1. Transparent & Glossy 
Maintains the original appearance of the metal 


 


2. Plasticity 
Gives a durable, flexible, non-cracking coating 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. UV-Stabilisers 
Ensures long lifetime of the coating  
 


5. Excellent Adhesion 
The product can be applied to most surfaces 
 


6. Chemical Resistance 
Resistant to oil, grease, petrol and salt water 
 


7. One-Component 
Delivered ready to use and is applied like paint 
 


 
For use on steel, stainless steel, copper, aluminium, brass, wood and light alloys. 


Used wherever corrosion protection with a clear, dry film is needed: 


Can be applied by brush, roller or spray 


Supplied in 1kg metal tin, individually or in packs of 10 


 Couplings 
 Engine Parts 
 Signs 
 Portholes 
 Instruments 


Handrails 
 Nuts 
 Ventilators 
 Pipes 
 Fittings 


 Door Frames 
 Door Knobs 
 Binnacles 
 Fixtures 
and More 
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FERRYL 404 
DILUTION & CLEANING LIQUID 


A cleaning liquid specially designed for the marine environment. Used for dilution of 
coatings, for cleaning of surfaces prior to application and as a multipurpose thinner. 


1. Removes Dirt, Oil & Grease 
 Cleans surfaces prior to application of a coating 


 


2. Provides a Clean Surface 
Ensures best possible adhesion of the coating  
 


3. Easy Dilution 
 Dilutes coatings to obtain the desired viscosity  


 


4. Cleans Painting Equipment 
 Quick and easy cleaning of brushes, rollers or sprayers 


 


5. Multipurpose Thinner 
Suitable for use with most solvent-based paints 


 
 


For use in combination with a wide range of coatings: 


Can be applied by brush, rag, spray, pouring or submersion 


Supplied in 10L metal drum 


 Ferryl 400R Anticorrosive White Coating 
 Ferryl 401 Anticorrosive Transparent Coating 
 Ferryl 502 Anticorrosive Fluorescent Coating 
 Ferryl 505 Anticorrosive Fluorescent Coating 


 Paint 
 Primer 
 Varnish 
and More 
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FERRYL 502 
ANTICORROSIVE FLUORESCENT COATING 


A plastic-like, non-cracking coating with excellent visibility, 
used to improve safety in the marine environment by illuminating hazards or warnings. 


1. Fluorescent Orange-Red 
Colour gives excellent visibility 


 


2. Plasticity 
Gives a durable, flexible, plastic-like coating 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. UV-Stabilisers 
Long-lasting coverage and colour intensity 
 


5. Excellent Adhesion 
The product can be applied to most surfaces 
 


6. Chemical Resistance 
Resistant to oil, grease, petrol and salt water 
 


7. One-Component 
Delivered ready to use and is applied like paint 
 


Used on steel, plastic, fibreglass and painted surfaces, 
wherever a high visibility coating is needed: 


Can be applied by brush, roller or spray 


 Supplied in 1kg metal tin, individually or in packs of 10 


 Lifeboats 
 Buoys 
 Alarms 
 Doorways 


 


The Bridge 
 Fire Extinguishers 
 Warnings 
 Crane Hooks 


 


 Life Saving Equipment 
 Low Beams & Steps 
 Emergency Exits 
and More 
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FERRYL 505 
ANTICORROSIVE FLUORESCENT COATING 


A plastic-like, non-cracking coating with excellent visibility, especially in low light, 
used to improve safety in the marine environment by illuminating hazards or warnings. 


1. Fluorescent Yellow 
Colour gives excellent visibility 


 


2. Plasticity 
Gives a durable, flexible, plastic-like coating 
 


3. Rust Inhibitors 
Chemically active for ultimate rust protection 
 


4. UV-Stabilisers 
Long-lasting coverage and colour intensity 
 


5. Excellent Adhesion 
The product can be applied to most surfaces 
 


6. Chemical Resistance 
Resistant to oil, grease, petrol and salt water 
 


7. One-Component 
Delivered ready to use and is applied like paint 
 


Used on steel, plastic, fibreglass and painted surfaces, 
wherever a high visibility coating is needed: 


Can be applied by brush, roller or spray 


 Supplied in 1kg metal tin, individually or in packs of 10 


 Steps 
 Railings 
 Numbering 
 Walkways 


 


Tripping Hazards 
 Hatches 
 Ladders 
 Crane Hooks 


 


 Zone Markings 
 Low Beams 
 Storage Areas 
and More 
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FERRYL AIR-REFRESHMENT 
BAD ODOUR NEUTRALISER 


An air-freshener specially designed for the marine environment, chemically neutralising 
bacteria in the air, removing bad odours and leaving a neutral scent. 


 


1. Actively Removes Bad Odours 


2. Neutralises Bacteria in the Air 


3. Fresh, Neutral Scent 


4. Non-Toxic 


5. Non-Flammable 
 


Suitable for use on virtually any surface and in a wide range of areas: 


Applied by spraying evenly into the air using spraying apparatus 


Supplied in 25L plastic drum 


Mildew 
 Sewage 
 Smoke 
 Factories 


Garbage-Disposal Areas 
 Fishing Vessels 
 Processing Facilities 
 Animal Smells 


 


 Cargo Holds 
 Containers 
 Warehouses 
 Storage Rooms 








®


FOR BETTER RUST PROTECTION AND MAINTENANCE WORLDWIDE


FERRYL SALES LIMITED
Kenilworth House


The Promenade, Port St. Mary
Isle of Man IM9 5DB


British Isles


Tel: +44 1624 833348
Fax: +44 1624 833352


ferrylsalesltd@ferryl.com
www.ferryl.com


 


FERRYL AIR-REFRESHMENT 
BAD ODOUR NEUTRALISER 


An air-refreshment spray specially designed for the marine environment, 
chemically neutralising bacteria in the air, removing bad odours and leaving a fresh scent. 


 


1. Actively Removes Bad Odours 


2. Neutralises Bacteria in the Air 


3. Fresh, Neutral Scent 


4. Non-Toxic 


5. Non-Flammable 


6. Non-Aerosol Spray Bottle 
 


Suitable for use on virtually any surface and in a wide range of areas: 


Applied by spraying evenly into the air. 


Supplied in 500ml plastic bottle, individually or in packs of 10 


Cargo Holds 
 Bridge 
 Mildew 
 Storage Rooms 
 Messrooms 


Garbage-Disposal Areas 
 Fishing Vessels 
 Processing Facilities 
 Factories 
 Animal Smells 


 Cabins 
 Galleys 
 Bathrooms 
 Toilets 
 Cigarette Smoke 
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FERRYL ARMACIT 
PIPE SEALANT 


A fluid, paste-like packing providing a durable, air-tight seal. Specially designed for the 
marine environment, it is easy to use in a wide range of applications. 


1. Permanent, Hard & Secure 
The viscous, black paste dries to create a secure seal 


 
 
 


2. Air-Tight Seal 
Fills all voids & gaps; does not loosen from vibrations 


 
 
 


 


3. Thermal Resistance 
Effective in a wide temperature range 
 
 
 


4. Withstands High Pressure 
Works up to the burst pressure of most piping systems 
 
 
 


5. Chemical Resistance 
Resistant to water, steam, oil, petrol, many solvents,  
acids and diluted alkalis 
 
 
 


6. Easy to Apply 
Delivered ready to use 


Designed for sealing of threaded and flanged pipes and fittings.  


For use on most piping systems: 


Supplied in 150g plastic tube, individually or in packs of 12 


 Steam 
 Hydraulic 
 
 


 Galvanized Steel 
 Aluminium 


Fire-fighting Water 
 Sewage 


 
 


 Steel 
 PVC 


 Compressed Air 
 Fuel 
 
 


 Brass 
 Stainless Steel 


and on most materials: 
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FERRYL CABIN CLEAN 
GENERAL CLEANING LIQUID 


A water-based cleaning liquid specially designed for the marine environment, 
for general cleaning purposes. 


1. Water-Based 
 


2. Concentrate to be Diluted 
 


3. Removes Dirt &  
Light Grease 
 


4. pH Neutral 
 


5. Intended for Indoor Use 
 


Suitable for use on virtually any surface 


Can be applied by mop, rag, sponge, submersion or brush 


Supplied in 25L plastic drum 


Floors 
 Bathrooms 
Windows/Portholes 


Bridge 
 Sanitary Installations 
and More 


 Cabins 
 Messrooms 
 Stairs 
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FERRYL CLEANING FLUID 
A solvent-based and emulsifying cleaning liquid specially designed  


for the removal of oil and grease in the marine environment. 


1. Powerful Cleaning Ability 
A tough and effective cleaning liquid 


 


2. Versatile 
Removes all types of oil and grease 
 


3. Fast-Acting 
Acts quickly and efficiently 
 


4. Non-Corrosive 
Can be used on all metals and surfaces  
 


5. Non-Toxic & Non-Chlorinated 
Environmentally-friendly cleaning liquid 


6. Easy to Use 
The product is easy to apply 


 
 
 


  Safe to use on all metals, painted surfaces and most plastics. 


Used for cleaning of decks, machinery, engine room, cargo holds and tanks.  


Can be applied by rag, brush, spray, mop, sponge or submersion 


Supplied in 25L metal drum 


 Fuel Oil 
 Mineral Oils 
 Dirt 
 Asphalt 


Lube Oil 
 Grease 
 Soot 
 Wax 


 Diesel Oil 
 Fats 
 Carbon 
and More 


OIL AND GREASE REMOVER 
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FERRYL ELECTROCLEAN 
A cleaning liquid specially designed for the marine environment,  


for cleaning and degreasing of electrical equipment. 


1. Non-Conductive 
Safe to use on electrical equipment 


 


2. Excellent Dissolving Ability 
Leaves the surface clean of dirt, oil and grease 
 


3. High Flashpoint 
Safe to use on machinery 
 


4. Excellent Penetration 
Cleans small parts and narrow areas  
 


5. Quick Evaporation 
Leaves the surface clean, dry and film-free 
 


6. Non-Corrosive 
Can be used on all metals 
 


7. Non-Chlorinated 
Environmentally-friendly cleaning liquid 
 


 


Safe to use on all metals and alloys and most painted / varnished surfaces. 


For cleaning of all electrical equipment: 


Can be applied by rag, brush, spray or submersion 


Supplied in 25L metal drum 


 Motors 
 Generators 
 Switchgears 
 Electrical Cables 


Switches 
 Contacts 
 Electronics 
 Compressors 


 Relays 
 Coils 
 Alarms 
and More 
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FERRYL  
A cleaning liquid specially designed for the marine environment,  


for cleaning and degreasing of electrical equipment. 


1. Non-Conductive 
Safe to use on electrical equipment 


 


2. Excellent Dissolving Ability 
Leaves the surface clean of dirt, oil and grease 
 


3. High Flashpoint 
Safe to use on machinery 
 


4. Excellent Penetration 
Cleans small parts and narrow areas  
 


5. Quick Evaporation 
Leaves the surface clean, dry and film-free 
 


6. Non-Corrosive 
Can be used on all metals 
 


7. Non-Chlorinated 
Environmentally-friendly cleaning liquid 
 


 


Safe to use on all metals and alloys and most painted / varnished surfaces. 


For cleaning of all electrical equipment: 


Applied by spraying onto the area to be cleaned. 


Supplied in 450ml spray can, individually or in packs of 10 
 


 


 Motors 
 Generators 
 Switchgears 
 Electrical Cables 


Switches 
 Contacts 
 Electronics 
 Compressors 


 Relays 
 Coils 
 Alarms 
and More 


ELECTROCLEAN SPRAY 
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FERRYL FERMAID 
ALKALINE CLEANING LIQUID 


A water-based cleaning liquid specially designed for the marine environment, 
for cleaning and degreasing, leaving a pleasant scent. 


1. Water-Based & Alkaline 
 


2. Concentrate to be Diluted 
 


3. Disinfecting &  
Deodorising Effect 
 


4. Removes Dirt, Oil & Grease 
 


5. Pleasant Scent 
 


Suitable for use on virtually any surface and in a wide range of areas: 


Can be applied by mop, rag, sponge, submersion, brush or pressure-wash 


Supplied in 25L plastic drum 


Refrigerated Holds 
 Floors 
 Pantries 
 Windows/Portholes 
Equipment 


 Catering Department 
 Refrigerators 
 Sanitary Installations 
 Containers/Chambers 
and More 
 


 Decks 
 Engine Department 
 Tools 
 Galleys 
 Fishing Vessels 
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FERRYCID 
RUSTREMOVER 


An effective and versatile anticorrosive rustremover for cleaning and rust treatment  
on small boats, in vessel living quarters or similar smaller areas. 


1. Cleaning of Sanitary Installations 


2. Limescale Removal 


3. Removal of Rust Stains 


4. Cleaning of Painted Surfaces 


5. Removal of Heavy Rust 


6. Cleaning of Wooden Decks 


7. Protection 


Converts rust to an inert white powder that is brushed away or rinsed off. 


Gives a protective base for painting; prolongs the lifetime of painted surfaces. 


Can be applied by brush, rag, pouring, sponge or submersion 


Supplied in 1L plastic bottle, individually or in packs of 12 


Iron 
 Ceramic 
 Vinyl 
Painted Surfaces 


Steel 
 Wood 
 Plastic 
Glass 
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FERRYCID 
RUSTREMOVER 


An anticorrosive rustremover specially designed for the marine environment, 
offering efficiency and versatility by covering multiple needs. 


1. Removal of Heavy Rust 


2. Removal of Rust Stains 


3. Cleaning of Painted Surfaces 


4. Limescale Removal 


5. Cleaning of Wooden Decks 


6. Cleaning of Sanitary Installations 


7. Protection 


Converts rust to an inert white powder that is brushed away or rinsed off. 


Gives a protective base for painting; prolongs the lifetime of painted surfaces. 


Can be applied by brush, rag, pouring, pressure-wash or submersion 


Supplied in 25L plastic drum 


Iron 
 Ceramic 
 Vinyl 
Painted Surfaces 


Steel 
 Wood 
 Plastic 
Glass 
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FERRYL RUSTOIL 
PENETRATING OIL 


A penetrating and rust-releasing oil specially designed for the marine environment, 
to loosen rust, dried oil or grease, displace moisture, lubricate and protect against rust. 


1. Easy Penetration 
 


2. Loosens Rust, Oil, Grease 
 


 


3. Rust Protection 
 


4. Displaces Water / Moisture 
 


5. Non-Corrosive  
 


6. Non-Conductive 
 


7. Lubrication 


Safe to use on all metals and painted surfaces. 


Can be applied by spray, rag, brush, pouring or submersion  


Supplied in 10L metal drum 


 Screws & Bolts 
 Chains 
 Motors 
 Locks 
 Springs 


Wires 
 Lashings 
 Machine Parts 
 Hinges 
 Fasteners 


 Shackles 
 Latches 
 Valves 
 Wheels 
and More 
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FERRYL RUSTOIL SPRAY 
PENETRATING OIL 


A penetrating and rust-releasing oil specially designed for the marine environment,  
to loosen rust, dried oil or grease, displace moisture, lubricate and protect against rust. 


1. Easy Penetration 
 


2. Loosens Rust, Oil, Grease 
 


 


3. Rust Protection 
 


4. Displaces Water / Moisture 
 


5. Non-Corrosive  
 


6. Non-Conductive 
 


7. Lubrication 


Safe to use on all metals and painted surfaces. 


Applied by spraying onto the area to be treated. 


Supplied in 450ml spray can, individually or in packs of 10 


 Screws & Bolts 
 Chains 
 Motors 
 Locks 
 Springs 


Wires 
 Lashings 
 Machine Parts 
 Hinges 
 Fasteners 


 Shackles 
 Latches 
 Valves 
 Wheels 
and More 




































































































































